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·Stored pressure_

·Fast shot valve with internal pressure 
tester_

·Pressure gauge with auto-test_

·AP04 steel rolled cylinder_

·Lead-free polyester paint without TGIC, 
ultraviolet radiation-proof_

·Flexible rubber hose with black nylon 
outer lining and tubular nozzle_

·Models PI·3, PI·6, PI·6S, PI·9, PI·12, 
PI·6·H and PI·9·H include high-strength 

plastic base_

·Models PI·1 and PI·2 supplied with 
vehicle bracket_
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Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure

·
·
·
·
·
·
·
·
·

E2
8A - 34B · C
ABC Powder (2 Kg)
N2
368
110
3,80
-20º|+60º
23 bar.

PI·2·ABC

*Vehicle bracket included

Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure

·
·
·
·
·
·
·
·
·

E1
5A - 21B · C
ABC Powder (1 Kg)
N2
353
80
2,15
-20º|+60º
23 bar.

PI·1·ABC

*Vehicle bracket included

Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure
Dielectric test

·
·
·
·
·
·
·
·
·
·

E3
13A - 89B · C
ABC Powder (3 Kg)
N2
470
110
5,15
-20º|+60º
23 bar.
1.000 V

PI·3·ABC

*Triangular wall bracket included
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Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure
Dielectric test

·
·
·
·
·
·
·
·
·
·

E6
27A - 183B · C
ABC Powder (6 Kg)
N2
528
150
9,22
-20º|+60º
23 bar.
1.000 V

PI·6·ABC

*Triangular wall bracket included

Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure
Dielectric test

·
·
·
·
·
·
·
·
·
·

E6S
34A - 233B · C
ABC Powder (6 Kg)
N2
528
150
9,22
-20º|+60º
23 bar.
1.000 V

PI·6S·ABC

*Triangular wall bracket included
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Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure
Dielectric test

·
·
·
·
·
·
·
·
·
·

E12
43A - 233B · C
ABC Powder (12 Kg)
N2
620
190
16,75
-20º|+60º
23 bar.
1.000 V

PI·12·ABC

*Triangular wall bracket included

Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure
Dielectric test

·
·
·
·
·
·
·
·
·
·

E9
43A - 233B · C
ABC Powder (9 Kg)
N2
605
180
13,47
-20º|+60º
23 bar.
1.000 V

PI·9·ABC

*Triangular wall bracket included
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PI·25 PI·50PI·100
Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure

E25
A - B · C
Powder (25 Kg)
N2
915
250
42,50
-20º|+60º
23 bar.

E50
A - B · C
Powder (50 Kg)
N2
915
300
74,00
-20º|+60º
23 bar.

·
·
·
·
·
·
·
·
·

·
·
·
·
·
·
·
·
·

E100
A - B · C
Powder (100 Kg)
N2
985
400
140,50
-20º|+60º
23 bar.

·
·
·
·
·
·
·
·
·

Quality Aprovals:
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Conforme
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Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure

E6A
A - B · C
ABC Powder (6Kg)
N2
390
207
11,00
-20º|+60º
23 bar.

·
·
·
·
·
·
·
·
·

PI·6·A
E9A
A - B · C
ABC Powder (9Kg)
N2
385
267
15,20
-20º|+60º
23 bar.

·
·
·
·
·
·
·
·
·

PI·9·A

Quality Aprovals:
Producto
Conforme
97/23/CE

0038
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Specific Features_

·Internal anticorrosion coating_
·High-strength plastic base_

·Long-range projection spray diffuser_

Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure
Dielectric test

·
·
·
·
·
·
·
·
·
·

E6H
21A - 183B
6L Water+AFFF
N2
528
150
9,30
+5º|+60º
23 bar.
1.000 V

PI·6·H

*Triangular wall bracket included

Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure
Dielectric test

·
·
·
·
·
·
·
·
·
·

E9H
27A - 233B
9L Water+AFFF
N2
620
190
13,90
+5º|+60º
23 bar.
1.000 V

PI·9·H

*Triangular wall bracket included
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Quality Aprovals:

Specific Features_

·INOX bracket with rubber strap (not included)_

Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure
Dielectric test

·
·
·
·
·
·
·
·
·
·

E3M
13A - 89B · C
ABC Powder (3 Kg)
N2
470
110
5,15
-20º|+60º
23 bar.
1.000 V

PI·3·M

*Triangular wall bracket included

Reference
Fire rating

Extinguishing Agent 
Propellant agent

Maximum height (mm) 
Cylinder diameter (mm)

Full weight (kg)
Operating temp. range

Test pressure
Dielectric test

·
·
·
·
·
·
·
·
·
·

E6M
34A - 233B · C
ABC Powder (6 Kg)
N2
528
150
9,22
-20º|+60º
23 bar.
1.000 V

PI·6·M

*Triangular wall bracket included
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Desingn pressure
Test pressure

Maximum operating pressure
Fire rating

Filler weight (tolerance +0%|-5%)
Operating temperature range

Bursting pressure
Maximum height (mm)

Cylinder diameter (mm)
Nominal Thickness (mm)

Volume (l)
Unfilled weight (Kg)

Full weight (kg)
Filling rate

·
·
·
·
·
·
·
·
·
·
·
·
·
·

250 bar.
250 bar.
174 bar.
34B
2 Kg
-20º|+60º
190 bar. ±10%
485
116
2,19
3,01
4,00
6,0
0,67 Kg/l

CO2·2·F

Desingn pressure
Test pressure

Maximum operating pressure
Fire rating

Filler weight (tolerance +0%|-5%)
Operating temperature range

Bursting pressure
Maximum height (mm)

Cylinder diameter (mm)
Nominal Thickness (mm)

Volume (l)
Unfilled weight (Kg)

Full weight (kg)
Filling rate

·
·
·
·
·
·
·
·
·
·
·
·
·
·

250 bar.
250 bar.
174 bar.
89B
5 Kg
-20º|+60º
190 bar. ±10%
755
138
3,00
7,50
9,05
14,05
0,67 Kg/l

CO2·5·F

Quality Aprovals:
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